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Specialfeatures

Operatingfeatures

� Specialdesignedyarncatchingsystem
� Foreasyadjustingmachinesofthesameconstruction
 tocomparetensionvalues
� Measurementscanbemadeoverthetotalwidthoftheloom
� Widthofouterroller100mm,measuringrollerwidth50mm
� Communicationwiththedisplayunitusingstandardprograms,
 e.g.Terminal,WinWedge,DasyLab,etc.

Type
KXE-20K 0.5-20daN
KXE-50K 0.5-50daN

TensionRanges

daN
AvailableModels

� Portablemeasuringheadtomeasureyarngroupsof
 50mmwidth
� Thesensorcaneasilybeengagedordisengaged
 whilethemachineisrunning
� StorageofLast,Average,MAX,MIN,PEAKmax,
 PEAKmintensionvaluesduringanoperatorset
 measuringperiod
� Outputsareavailable:Analog(0-2VDC),
 Digital(RS232)
� Storageof4000readings,whichcanbe
 downloadedtoaPC
� Displayunitisbatteryoperated
�Rollersball-bearingmounted
� Communicationfrequency80Hz

”TensionInspect“software
Mainfeatures:displayoftensionvalues,tension
graph,storageofreadings,statistics,set-upmenu

TechnicalData

Calibration: AccordingSchmidtfactoryprocedure
Accuracy: For10%to90%ofrange: ±1%FullScaleand±1digit

forremainderofrange: ±3%FullScaleand±1digit
Overrange(approx.): 10%FullScale,withoutaccuracyguarantee
Overloadprotection: 150%FullScale
Samplingrate: max.5kHzinternalonly
Damping: adjustableelectronicdamping(Movingaveraging)
Display: 4digit,11mmhigh
Displayupdatetime: 2times/sec.
Outputsignal: Analog: 0-2VDC,linearized,conversionrateapprox.100Hz

Digital: RS232(19200,8,N,1),datarate80readings/sec(Hz)
Memory: Last,Average,MAX,MIN,MAXPeak,MINPeak,max.4000values
Communicationsfrequency: 1each10sectomax.80readings/sec
Connectingcable: Sensortodisplayunit1.5m
Temperaturerange: 10–45°C
Airhuminity: 85%RH,max.
Powersupply: 9VEblock,e.g.longlife9Vlithium(approx.50hoursofcontinuoususe)
Housingmaterial: Displayunit:Aluminiumprofilewithplasticoutercasing(PVC),Sensor:Aluminium
Housingdimensions: Displayunit: 230x45x48mm(LxWxH)

Sensor: 165x110x140mm(LxWxH)
Weight,net(gross): Display:approx.370g(1050g),Sensor:1050g(1500g)
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